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Valco Melton’s All-New Rugged Hot Melt Hoses

The new RUGGED hoses from Valco Melton bring a new definition of durability, longevity and overall quality to the 
hot melt hose supply industry.  Valco Melton has been manufacturing hot melt hoses for over 40 years and are now 
introducing the hose that’s more durable and industry tough than any that have come before it.  

For more information, visit valcomelton.com or contact your local Valco Melton representative.
World Headquarters: USA, Cincinnati, Ohio (Corporate Offices) • Tel:+1.513.874.6550 • Fax: +1.513.874.3612

Europe Headquarters: Spain, Navarra • Tel:+34.948.321.580 • Fax:+34.948.326.584
Asia Headquarters:  China, Xiamen, Fujian • Tel:+86.592.591.7854 • Fax:+86.592.591.7834

info@valcomelton.com • Serving over 76 Countries Worldwide • valcomelton.com
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780XX008 780XX400
780XX001 780XX401
780XX002 780XX402
780XX003 780XX403
780XX004 780XX404
780XX005 780XX405
780XX006 780XX406
780XX134 780XX407
780XX007 780XX408
780XX259 780XX409
780XX016 780XX410
780XX017 780XX411
780XX018 780XX412
780XX019 780XX413
780XX020 780XX414
780XX198 780XX415
780XX021 780XX416
780XX194 780XX417
780XX022 780XX418
       -                 780XX419

Length
(ft.) Old Part Number New Part Number

Features:
• Compatible with all Valco Melton and existing 
  Nordson/Industry Standard melters
• RUGGED corrugated plastic flex cover that protects 
  against water, zip tie hot spots and wear points
• Clip Guard to ensure hose electrical connection 
  doesn’t come off of melter 
• Internal Nomex insulation and Parker cores for the 
  best internal hose component quality

Easy to Connect to any Valco Melton 
or Nordson melter

Electrical Cordsets flexible with 
90 degree option plug

Quick Lock clamp on electrical 
connection

RUGGED Hot Melt Hose 
with plastic corrugated cover


